


8

9

10

11

74 51 2 3 6
1 Best Way Stone® precast 

concrete slab 1 3/4" to 2" 
(45 to 50mm)

2 Sand joint fill

3 Bedding Sand 1” (25mm)

4 Geotextile 12" (300mm) wide

5 Plastic edge

6 Extra width equal to 
foundation thickness

7 Lawn

8  Nail

9  Compacted aggregate base 0 3/4 “ 
(0-20mm)

10 Geotextile

11 Subgrade

SLAB INSTALLATION
TYPICAL CROSS SECTION

1 Roof deck

2 Waterproof membrane

3 Protection board

4 Rigid insulation

5 Adjustable pedestal

6 Best Way Stone® precast concrete 
slab 1 3/4” to 2 1/2” (45-65mm) 
thickness conforming to ASTM 
C 1782 and CSA A231.1

7  Best Way Stone® Trevista 50 slabs, 
2” (50mm) thickness conforming 
to ASTM C 1782 and CSA A231.1

8  Roof drain

SLABS ON PEDESTAL SET
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1 Roof deck

2 Waterproof membrane

3 Protection board

4 Rigid insulation

5 Adjustable pedestal

6 Best Way Stone® precast concrete 
slab 1 3/4” to 2 1/2” (45-65mm)
thickness conforming to ASTM
C 1782 and CSA A231.1

7 Best Way Stone® Trevista 50 slabs,
2” (50mm) thickness conforming 
to ASTM C 1782 and CSA A231.1

8 Roof drain
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6 Best Way Stone® precast concrete 
slab 1 3/4” to 2 1/2” (45-65mm)
thickness conforming to ASTM
C 1782 and CSA A231.1

7 Best Way Stone® Trevista 50 slabs,
2” (50mm) thickness conforming 
to ASTM C 1782 and CSA A231.1

8 Roof drain
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74 51 2 3 6
1 Best Way Stone® precast 

concrete slab 1 3/4" to 2"
(45 to 50mm)

2 Sand joint fill

3 Bedding Sand 1” (25mm)

4 Geotextile 12" (300mm) wide

5 Plastic edge

6 Extra width equal to 
foundation thickness

7 Lawn

8 Nail

9 Compacted aggregate base 0 3/4 “ 
(0-20mm)

10 Geotextile

11 Subgrade

SLAB INSTALLATION
TYPICAL CROSS SECTION
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2 3 4 1 Best Way Stone® precast concrete 
paver 2 3/8" (60mm) thick min.

2 Sand joint fill

3 Bedding Sand 1” (25mm)

4 Extra width equal to 
foundation thickness

5 Lawn

6 Plastic edge

7  Nail

8  Geotextile

9 Compacted aggregate base 0 3/4 “ 
(0-20mm)

10  Subgrade

TYPICAL PAVER CROSS 
SECTION WITH PLASTIC EDGE
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2 3 4 1 Best Way Stone® precast concrete 
paver 2 3/8" (60mm) thick min.

2 Sand joint fill

3 Bedding Sand 1” (25mm)

4 Extra width equal to 
foundation thickness

5 Lawn

6 Plastic edge

7 Nail

8 Geotextile

9 Compacted aggregate base 0 3/4 “ 
(0-20mm)

10 Subgrade

TYPICAL PAVER CROSS 
SECTION WITH PLASTIC EDGE

INSTALLATION GUIDES - SLABS & PAVERS
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Best Way Stone BWS Ventura Concrete Slab Installation Guide
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Best Way Stone BWS Ventura Concrete Slab Installation Guide
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